
206 ±0.5

43
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±0
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SECTION A-A

260 ±0.5
8 ±0.3

102 ±1

90
.5

±1

DETAIL B

3.3 ±0.1

Materials: Top, bottom, sides, rear panel
and bracing: 18mm MDF. Density 700 kg/cbm
Other parts: Specified on individual drawings.
Finish on all visible surfaces: Real-wood
veneer, Cherry, natural colour (no dying)

Notes:

Drawing not to scale.

Evaluation Kit 2 cabinet
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DETAIL C

(4x) R3 -0.5
0

(4x) R5 ±0.5

(4x)
2 ±0.2

C

10
0

±0
.5

12
4

0+0
.5

10
8

±0
.5

80 ±0.5

81 ±0.5

97 0
+0.5

72
.5

±1

54.5 ±0.5

63
±1
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22
0

±1

18
170 ±1

(8x
) R15

20
±1

20
±1

20 ±1

Internal bracing
Material: MDF - 18 mm

Notes:
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Notes:

18

12
±0

.5 40 ±1

2
±0

.5

Corner covers (4 pcs)
Material: MDF 18 mm
Veneer same as the cabinet
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138 ±0.2

±0.2

138

66 ±0.2

Baffle
Material: 25mm MDF - 700 kg/cbm
Surface finish: Satin black spray paint
on all surfaces.

Fit for Female plunger DH-001E

146 ±0.2

99 ±0.3

198 ±0.5

42
8.

6
±0

.5

39
5

±0
.5

35
1

±0
.4

69
±0

.5

19
7.

6
±0

.5
14

5
±0

.5

38
.8

±0
.2

R
30

0

26 ±0.2D

D

SECTION D-D

8 ±0.2

25 ±0.3

56
0+0

.5

76
.5

0+0
.2

4.2 0
+0.1

11
7.

5
0+0

.5

9 ±0.5

30
°

11
7.

5
0+0

.5

Notes:
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(4x) Fit for M4 metal insert

(8x) Fit for M4 metal inserts
(8x) R4 5

Fit for M4 insert

R
28

5.
75

Tight fit inside the cabinet

This baffle contains 12 pcs M4 metal inserts.
The M4 inserts MUST be inserted from

the rear side of the baffle and must
be very securely fastened.

The M4 inserts should be made of brass.




