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Simulations using 0.3 ohm external (wire) resistance, minimal cabinet damping, minimal cabinet leaks

Updated March 21, 2014
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10 lit., Fb = 71 Hz  /  Qtb =  1.23  /  F-3dB = 51 Hz

100 lit., Fb = 40Hz  /  Qtb =  0.62  /  F-3dB = 38 Hz

15 lit., Fb = 64 Hz  /  Qtb =  1.05  /  F-3dB = 45 Hz

20 lit., Fb = 58Hz  /  Qtb =  0.95  /  F-3dB = 42 Hz

30 lit., Fb = 49Hz  /  Qtb =  0.83  /  F-3dB = 39 Hz

50 lit., Fb = 44Hz  /  Qtb =  0.72  /  F-3dB = 37 Hz

SW270WA01 sealed box simulations



Specifications are subject to change without any further notice. Copyright © 2014 by Wavecor Ltd., Guangzhou, China. All rights reserved.

Simulations using 0.3 ohm external (wire) resistance, minimal cabinet damping, minimal cabinet leaks

Updated March 21, 2014

  0

10

20

30

  40

  50

  60

  70

Level, dB

10 100 1,000
Frequency, Hz

20 lit., Fb = 35 Hz, F-3dB = 38 Hz, peak = 4.4 dB / 64 Hz

100 lit., Fb = 21 Hz, F-3dB = 18 Hz, peak = 0.5 dB / 79 Hz

30 lit., Fb = 33 Hz, F-3dB = 32 Hz, peak = 4.0 dB / 60 Hz

40 lit., Fb = 30 Hz, F-3dB = 28 Hz, peak = 3.2 dB / 48 Hz

50 lit., Fb = 27 Hz, F-3dB = 25 Hz, peak = 2.3 dB / 45 Hz

70 lit., Fb = 24 Hz, F-3dB = 21 Hz, peak = 1.3 dB / 41 Hz

SW270WA01 vented box simulations


